Optimized Regeneration:
Soft water from the regenerated unit is used to re
effeiciency of the brine and regeneration:

Continuous Soft Water:

24 hours a day with one unitiin se’f{ce and"'; 13 @ﬂi}m

Solid State Metered Control:

Displays Flow Rate, (Iapa;lut\«r Rernalnlng, \Time,

Days until Regeneratlon and Totz:
F 4

Corrosion Resistant:
Norell® Body Control Valve wuth ntegrated
easy access flow meter.

Bypass .A{sembly

Simple low cost installation.

Optional Be;}ne;ration 'Settings:
Meter Immedlate,JMeter Delayed

/4
Easy to Retri ve Performance |Data:
Retrle{able--Dally ‘waterlusagelloglupito’ 63‘days
Saved/Lockable Prog!;amming
Z Passwordfp’:rotechon prevents unwanted

changes to programisettings:
thhlurn loniBattery backup®

Soft\Water Regen Mlnlmlze SaltiUsage?’
Double]the capautyLlfespan offal
smgle tankisystem?®

; /....



“IMODEL ClcAPACITY & SALT per REGENERATION FLOW RATE (GPM) SOFTENER TANK(S) BRINE TANK PLUMBING
(T1: 1-Tank Softener) MAXIMUM MINIMUM CONT. PEAK BACKWASH | DIMEN's i RESIN DIMEN's i CAPACITY | SERVICE i DRAIN
(T2: 2-Tank Softener) Capacity ! Salt/Regen Capacity | Salt/Regen | @15psi Drop! @25psi Drop | Ep DiaxHt | Cu Ft DiaxHt | Lbs. Inches |  Inches

DCS7-15-100 | 15000 | 7.5k 12500 | shb 13 ! 18 | 17 18x33 | 300
DCS7-26-100 .
DCS7-30-100

s 300

(T2) 2-TANK System
FOOTPRINT | SHIPPING WEIGHT

. . ~ T2: 2 em) L™ x W" x H* Lbs
B Inlet - ] S
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§  DCS7-150-100 | 73x24x74 | 978
77x24x71 | 1138
77x24x71 | 1238
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Every batch of high capacity virgin polystyreneisofteningiresinfisitested\to’ASTMID2187-94 /
to assure its performance. - <
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Mineral tanks'have a'polyethylenelinner'shellithatlis externally,wound withicontinuous S s

fiberglass filament for'seamlessicorrosionfprooficonstruction-iTheseltanksiare¥l/3\the
weight of a comparable size steel tank for'ease'of installationtand'handling? :

High flow,ABS plasticlunderdrainiallows'minimum'pressurellossiandleven'distr
service and regeneration water. s '
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\ A\ U.S’A. In’ternation?l
Supply Voltage: 120V/AC 230V/AC
Supply Frequency:)" 60'Hz 501Hz
Output Voltage:© 12V AC 12V ACE
Output Current: 500mA 500mAY "

Temperature:\\ 40-1103F \ b
b

Pressure: /20-125 psi
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